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PRODUCT INFORMATION

NORFOLK STORAGE EQUIPMENT LIMITED
Storage equipment specialists Training Archive Services· ·

Static Screen - Unitrans

Heat Retention - Heat retention
barriers and curtains provide big
savings for hundreds of UK
companies faced with the problems
of heat loss and draughts in all types

of industrial buildings. Payback periods can be measured in months, providing major
benefits to the company and staff. Manufactured from flexible fire resistant fabrics up to
Class 0. BS476 fire safety regulations.

Dust Barriers - Flexible dust barriers can be fitted around awkward pipes and ducting to
create floor to roof dust proof enclosures. Maximum daylight visibility is ensured with BS
translucent fire retarded reinforced materials.

Storage Depots and Warehouses - Partition off unused space to create safe security
areas and ensure minimum heat loss. Protected areas can be provided complete with
personnel and fire door crash out panels. Solid metal clad insulated walls and doors can
also be incorporated up to 2.5m for maximum security.

Temporary Dust Barriers - Temporary containment barriers are a simple quick solution to
dust created by contractors enabling both building work and food processing to continue
unhindered. Emergency 24 hour round the clock service when required with our own teams
of fitters.

Safety Enclosures - Containment enclosures are fitted with flexible vision panels to
safeguard personnel working alone in toxic and dusty conditions. Special ground
fastenings keep curtain base snug to the floor, easy seal ports provided for services.

Static screens can be used for any
size of building and can provide
maximum safety, flexibility and
immediate cost savings.
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15 Maurice Gaymer Road, Attleborough, Norfolk  NR17 2QZ
+44 (0)1953 458800 +44 (0)1953 458819

salesdept@nsel.biz www.nsel.biz
Tel: Fax:
E-mail: Web Site:

Technical DataStatic Screens

Unitrans Specification

Clear Vision Panel Specification

Base Fabric: Specially woven from Polyester yarns

Coating: Tough and flexible film of Polyvinyl Chloride on both sides

Total Weight: 645gsm (19oz/sq yd)

Width: 150cms

Length: Normally 50m

Tear Strength: Warp: 500N (112lbs)

Weft:500N (112lbs)

Cold Crack: Not higher than 15 degree centigrade

Flex Resistance: 500,000 flexes minimum to meet the requirements of

ISO 7854

Water Penetration: Minimum 1,500mm

Flame Resistance: To meet BS 5438 Test 2 10 seconds flame application

surface ignition

Chemical Resistance: Generally satisfactory

Product: Uniglass Clear
Description: Supple Glass Clear PVC
Thickness (mym): 500
Handle/Plasticiser Content: L Mix/57PHR
Cold Crack (C): - 20 max   BS 2782 Part 1 : 150D : 1976

UV Stabilised
Flame Retardant: BS 5438 Test 2A & 2B  10 Second Flame Application

BTTG Report 2/4020.  CAA No 8 Issue 2 1974  Clause 2.2 (B)
AMTAC Report ALC.T 1857.0394

Tensile Strength (Mpa): - 14 Min BS 2782 : Part 2 : 326 C : 1976
Elongation at Break %: - 150 Min
Tear (N/MM): - 20 Min BS 2782 : Part 2 : 326 B : 1976

Physical properties tested in accordance with BS 3424

Methods of test for coated fabrics

Tensile Strength: Warp: 1250N/50mm (280lbs/2”)

Weft: 1000N/50mm (225lbs/2”)


