
SERVICES

Safe Working Practice in the W arehouse

Mesh Protective Panels

This versatile anti collapse cladding system is
specified to clad areas of pallet racking which face
pedestrian aisles. All panels are made to suit bay
centres and the system completely eliminates the
need for any cutting on site. The system comprises
framed mesh panels pre-punched and mounted
on to the rear of pallet racks by means of brackets.
The brackets are designed to be fixed either way in
order to avoid the main racking beams and also to
allow the mesh to stand clear of the pallets.

Mesh Back Cladding for Pallet Racking
(anti collap se)

Mesh Security Cages

These multi purpose mesh storage cages, complete with mesh roof can be used either
inside or outside. Suitable for most applications where light security is required these cages
are ideal to combat theft or provide a safer location for certain products.

Standard cages are designed around a 1200mm wide by 2440mm high mesh panel. Boxes
can be designed to suit individual requirements. The standard finish is hot dip galvanised. A
more cost effective paint finish is available for indoor use. The finish is electrostatically
applied powder coated in four standard colours:

. Special colours are available on quotation.
yellow, grey, sandstone and

galvanised

Panels comprise cold rolled mild steel angle and cold rolled tees with mesh infil sheets spot
welded together. The paint finish is electrostatically applied powder coated in four standard
colours: . Special colours are available ongraphite, yellow, grey and sandstone

For other leaflets in the series please ask for:-

- Training for relevant warehouse personnel and management.

- A detailed comprehensive survey.

- Products to protect your investment.

Safe Working Practice

Training Programmes

Safety Inspection Reports

Column & Upright Guards/Rack End Protectors S
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Mesh Security Cage

Mesh Back Cladding

NORFOLK STORAGE EQUIPMENT LIMITED
Storage equipment specialists Training Archive Services· ·



NORFOLK STORAGE EQUIPMENT LIMITED
15 Maurice Gaymer Road, Attleborough, Norfolk  NR17 2QZ

+44 (0)1953 458800 +44 (0)1953 458819
salesdept@nsel.biz www.nsel.biz

Tel: Fax:
E-mail: Web Site:

Safe Working Practice in the W arehouse Technical Data

Mesh Back Cladding for Pallet Racking

Mesh Security Cages

Construction

Section and Gauge

Paint Finish

Cold rolled mild steel angle and cold rolled tees with
mesh infil sheets, spot welded together. Panels are
bolted together using M8 x 20mm bolts and nuts.

Electrostatically applied powder coated finish
available as standard in four colours.

Top and bottom angle: 40 x 40 x 1.5mm

Vertical angle: 42 x 38 x 1.2mm

Weld mesh sheets: 50 x 50 x 12 SWG

Standard Panels: 2.790 metres width x 1220mm height

2.790 metres width x 610mm height

Stand-off brackets: 40 x 3mm steel strip with a stand off
size of 150mm or 225mm

Construction

Finish

Cold rolled mild steel angle and cold rolled
tees with weld mesh infil sheets spot
welded in position.

Panels bolted together with M8 bolts and
nuts, floor fixed with pan head screws and
6mm plastic plugs. Mullions are floor fixed
with M12 anchor bolts.

Hot dip galvanised panels and posts,
fixings are zinc plated.

Electrostatically applied powder coated
finish in a standard range of four options.

Graphite   Yellow   Grey   Sandstone

Special colours available by quotation

Yellow   Grey    Sandstone   Galvanised

Special colours available by quotation
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Section and Gauge
Top and bottom angle: 42 x 38 x 1.5mm

Vertical angle: 40 x 40 x 1.5mm

Standard range: 2.480 metres height

Mini range: 1.870 metres height

Doors - single: 2.440 metres height x 1220mm width

Doors - double: 2.440 metres height x 2440mm width


