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PRODUCT INFORMATION

Partitioning

Single Skin Partitioning

Double Skin Partitioning

Steel partitioning provides complete flexibility to
meet different needs. It can be easily erected or
dismantled and modifications to existing
installations can be made without major
disturbance.

Depending on requirements single or double skin
partitioning can be specified.

Single skin partitioning is economic and ideal for a
wide range of applications from industrial offices and
storage areas to dividing walls and interior partitions.

Frames are constructed of cold formed steel profiles
with CO2 welded joints and panelled one side with
spot welded steel sheet. Available in three standard
epoxy colours: . Optional
colours are available on request.

A comprehensive range of doors (single, double or
sliding) is available plus bi-parting sliders.
Accessories include opening windows and louvres,
sliding and drop hatches. Security fittings to meet
customer’s requirements can be provided.

stone, grey or brown

Where a smooth interior finish is essential and
sound deadening properties are required, double
skin partitioning is recommended.

Frames are constructed of cold formed steel
profiles with CO2 welded joints and panelled both
sides with spot welded steel sheet over a 30mm
‘Rockwool’ mineral fibre infill. Panels are
available either half glazed or all steel.

Standard epoxy colours are
, but optional colours are available on

request.

stone, grey or
brown

A complete range of accessories is available, including opening windows and louvers,
sliding and drop hatches. Security fittings to meet customer’s requirements can be
provided.
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Partitioning

Single Skin S teel Partitioning
Standard Panel Sizes

Mullion Sizes

Standard Door Sizes

Glazing

Finish

Colour

Height: 2400, 2700, 3000mm
Width: 900mm 1000mm
Dado height: 1200mm
Thickness: 43mm

A range of infill units is available and special panel sizes
can be supplied to order.

50mm x 50mm
80mm x 40mm
100mm x 50mm

Mullion reinforced plates can be supplied as standard
when required.

Side hung 2400, 2700, 3000 900
Double doors 2400, 2700, 3000 1500, 1740
Sliding doors 2400, 2700, 3000 Sizes to suit
Other door sizes and types, including bi-parting sliders,
can be supplied.

A two piece plastic glazing system incorporating an
internal and external plastic corner clip. Glass sizes from
3mm to 7mm can be accommodated using this system.

All partitions are epoxy powder coated.

Available in three standard colours, but a full range of
optional colours is available.

A complete range of accessories is available, including
opening windows and louvres, sliding and drop hatches.
Security fittings to meet customer’s requirements can be
provided.

Height (mm) Width (mm)

Accessories

Double Skin S teel Partitioning
Standard Panel Sizes

Mullion Sizes

Standard Door Sizes

Glazing

Finish

Colour

Accessories

Height: 2400, 2700, 3000mm
Width: 900mm
Dado height: 1200mm
Thickness: 47mm

A range of infill units is available and special panel sizes
can be supplied to order.

50mm x 50mm
80mm x 40mm

Mullion reinforced plates can be supplied as standard
when required. Electrical wiring can be accommodated
around the perimeter of the panel.

Sapele veneered timber doors with cellular core.

Side hung 2400 900
Sliding Sizes on application
Double Side Hung 2400 1740
Doors can be supplied with or without vision panels.
Steel doors can be supplied on request.

Glass is fitted in rubber channel which is held in place by
steel glazing beads.

All partitions are epoxy powder coated.

Available in three standard colours, but a full range of
optional colours is available.

A complete range of accessories is available, including
opening windows and louvres, sliding and drop hatches.
Security fittings to meet customer’s requirements can be
provided.

Height (mm) Width (mm)

Stone                  Grey                Brown Stone                  Grey                Brown

Double Skin Panel Example
1. Standard Panel
2. Intermediate Mullion
3. Door Unit
4. Top Channel
5. Wall Channel
6. Floor Channel
7. Glass Panel in Clear or Obscured

Glass
8. Corner Section
9. Standard Panel with Sheet Steel to

Full Height
10. 3 way Junction


